© 8

(GILBERT

ARIZONA

Planning Commission

Staff Report
TO: PLANNING COMMISSION / DESIGN REVIEW BOARD
FROM: NATHAN WILLIAMS, AICP, SENIOR PLANNER Y

(480) 503-6805, NATHAN.WILLIAMS@GILBERTAZ.GOV

THROUGH: CATHERINE LORBEER, AICP, PRINCIPAL PLANNER
(480) 503-6016, CATHERINE.LORBEER@GILBERTAZ.GOV

MEETING DATE: AUGUST 7, 2019

SUBJECT: DR19-40, EOS FITNESS

STRATEGIC INITIATIVE: Prosperous Community

To allow for a fitness center use on the subject site.

RECOMMENDED MOTION

Approved the Findings of Fact and approve DR19-40, EOS Fitness: Site plan, landscaping, grading
and drainage, elevations, floor plans, lighting, and colors and materials for approximately 4.5
acres, generally located north of the northwest corner of Power Road and Germann Road, and
zoned General Commercial (GC) with a Planned Area Development (PAD) overlay.

APPLICANT/OWNER
Company: Sustainability Engineering Group ~ Company: DBS Properties
Name: Eric Gerster

Address: 8280 E Gelding Dr. Suite 101 Address: 1110 E. Missouri Ave., Suite 700
Scottsdale, AZ 85260 Phoenix, AZ 85014

Phone: 480-462-2783 Phone: 602-263-7626

Email: eric@azseg.com Email: lisa@dmaphx.com



BACKGROUND/ DISCUSSION

History

Date Description

January 21, 2003 Town Council approved Z02-21; adopting Ordinance No. 1450, an
amendment to the Power Ranch Master Plan to codify and clarify
previously approved ordinances and the subject site zoned C-2 General
Commercial PAD overlay.

March 3, 2005 The Town Council adopted Ordinance No. 1625, a revised Zoning Map
and Land Development Code (LDC), reclassifying the property to
General Commercial (GC) with a Planned Area Development (PAD)
overlay.

May 1, 2019 The Planning Commission reviewed DR19-40 as a study session item.

Overview

The proposed EOS Fitness facility is located on a 4.5 acre vacant lot in the central portion of the
commercial center at the northwest corner of Power Road and Germann Road. The site is adjacent
to the existing Public Storage Facility, Dignity Health emergency room and Offices at Power
Ranch development directly to the north of the subject site. The proposed building consists of
38,000 sq. ft. and associated site improvements to be developed in one phase. The proposed site
design demonstrates compliance with Town of Gilbert requirements for access and infrastructure.

Surrounding Land Use & Zoning Designations:

Existing Land Use| Existing Zoning Existing Use
Classification

North | General Commercial | General Commercial (GC) Public Storage facility and
(GC) PAD vacant

South | General Commercial | General Commercial (GC) Dignity Health emergency
(GC) PAD room and vacant

East General Commercial | General Commercial (GC) Power Road then existing
(GC) PAD commercial uses

West | Residential > 14-25 Multi-family/ Medium Sky View Ranch apartments
DU/ Acre (MF/M) PAD

Site General Commercial | General Commercial (GC) Vacant
(GO) PAD

Project Data Table
Site Development Regulations Required per LDC - Proposed
General Commercial
(GC) PAD

Minimum Lot Area No minimum 4.5 acres

Maximum Height (ft.)/Stories 45’ 45’

Min. Setback (Bldg./ Landscape)

(ft.)

Front (east) 25’1 25’ 25’1 25’
Side (north) Internal* 85’+/12’




Side (south) Internal* Internal*

Rear (west) 75’1 40° 96°+/40°
Separation Between Buildings 15’ (1-story) 15+
Landscaping (% of net lot area) 15% 18%
Off-Street Parking and Loading Vehicular Parking:
Entertainment and 38,000 sq. ft./ 150 = 253
Recreation, Indoor — spaces
1 space per 150 sq. ft.
253 spaces (provided)
Bicycle Parking 1 space per 10 vehicle 28 parking spaces provided
spaces
25 parking spaces
required

* may be reduced internal to site in conformance with LDC Section 2.304.E.

DISCUSSION

Site

The 4.5 acre subject pad site is within the existing commercial center at the northwest corner of
Power Road and Germann Road, zoned General Commercial (GC) PAD and is currently
undeveloped / vacant. The proposed pad development will be one phase and includes a 38,000 sq.
ft. EOS Fitness Center building, classified as an Entertainment and Recreation, Indoor (Large
Scale) use. The proposed 1-story building will be located on the western portion of the 4.5 acre
subject site. Access to the subject site will be from shared drives within the commercial center
from both Power Road and Germann Road. The proposed parking will be predominately located
on the east portion of the site along Power Road, with some additional parking around the building
on the north, south and west portions of the subject site.

Building Elevations and Colors/ Materials

Building architecture is proposed to be a modern architectural theme consisting of building
materials, colors, and design elements such as linear expanses of stucco with some integral colored
CMU accent elements, as well as metal accent features and bronze tinted glass. The proposed
primary body colors include stucco colored “Silver Dollar” and “Granite” with accents of CMU
colored “Cocoa Brown” and steel channel accent materials colored “Knights Armor”. The
building utilizes all parapet rooflines, while buildings within the commercial center utilize some
gabled roofline tower and entry elements with building colors and materials of tan, brown and gray
stucco with stone veneer wainscoting, and metal accent canopies and roofing materials.

The applicant has demonstrated that the proposed building elevations will be coordinated with
surrounding buildings of the existing commercial center through the use of colors and materials.
Staff is of the opinion that the proposed modern architectural theme for the EOS Fitness facility
will be consistent with the EOS Fitness facility corporate model, and also incorporates some
building elements, primarily through the use of colors/ materials schemes, and will be coordinated
and consistent with the surrounding buildings within the commercial center.



Landscape

The proposed landscape plan includes adequate on-site and off-site perimeter landscaping as well
as foundation landscaping. Parking islands are located throughout the customer parking areas.
The landscape along Power Road complies with the LDC requirements for street theme trees as
well as landscape content and quantities. Additionally, significant amounts of foundation
landscaping have been placed around most of the proposed building elevations. An existing CMU
solid screen wall of varying height exists on the rear property line adjacent to the existing multi-
family development to the west and an existing building wall for the Public Storage facility is
located on the northern property line.

The onsite landscaping is proposed to meet the minimum requirement with 18% and has been
designed to complement the overall commercial center. The proposed plant palette consists of
three (3) types of trees — Arizona Native Mesquite, Sisso Tree and Mulga. Additionally, the
landscape plan utilizes shrubs and ground covers such as Deer Grass, Arizona Yellow Bells, La
Jolla Bougainvillea, Sierra Start Red Fairy Duster, Trailing Lantana, Bush Moring Glory and Red
Yucca. All plants will comply with the approved Arizona Department of Water Resources low-
water use plant list. Express Gold decomposed granite will be utilized throughout the subject site
including within the required landscape setbacks. As part of Staff’s first review comments,
additional shade canopy trees at the front entry to the building as well as foundation landscaping
on all four building elevations, are now provided adjacent to customer parking.

Grading and Drainage

The primary source of retention for the site is through a combination of basins as well as
underground storage in both the front and rear parking areas. The proposed grading and drainage
plan generally meets the requirements of the Town of Gilbert’s Engineering Division.

Lighting

There are six (6) various LED lighting types pole mounted lights proposed throughout the parking
areas of the site, including a variety of single head and double head light poles with mounting
heights of 14’ and 25’ based upon pole location being within 100 of residential uses to the west
of the subject site. No wall mounted lighting is proposed. The photometric plans demonstrate that
all lighting will comply with the LDC requirements of a maximum of 0.3 foot-candles at the
property line, not including street lighting, and includes pole-mounted lighting.

Signage
Signage is not included in this approval. Administrative Design Review approval to amend the
existing CSP for the site is required prior to submitting for sign permits for any wall or monument
signage.

PLANNING COMMISSION STUDY SESSION - MAY 1, 2019

Staff comments and Planning Commission discussion focused on several key issues. These
comments, and the Architect’s response to each, are listed below:




There is a need for more foundation landscaping, especially at the front elevation.
e Foundation planter size has been increased around the building, most noticeably on the
north, east and west sides, where the depth (from the edge of walk to side of the structure)
and the total planter area, have both been increased.

The front entry should feel a little more open and transparent.

e Glass at the front of the building has been added where it fits with the interior uses of the
eastern facade, as referenced by the floor plan. The door at the entry is glass, and there are
full-length windows on the pool wall. The remainder of the elevation consists of the Kids
Club childcare center where windows are absent for privacy.

What is the use and design of the Outdoor Exercise Area for?

e The Outdoor Exercise Areas (OEA) have proven to be a popular addition to EOS Fitness
Centers. Depending on the season and the current training class curriculum, this area will
be utilized almost daily. For the project at the northwest corner of Power and Germann, the
OEA has been located behind the building, where it will be least visible to vehicle traffic
and adjacent commercial and residential development. The top portion is stucco, and the
lower portion of the OEA is framed with horizontal slats that will allow light and air into
this area. The use of two distinct materials helps to minimize the massing of the OAE and
adds visual interest to the western side of the building.

Should the window at the southwest corner of the building be shaded?

e This specific window is above the group exercise area located at the southwest corner and
it has been placed to bring natural light into this room. While a shade structure or awning
would look awkward, the applicant is comfortable with the use of tinting and glazing
options in order to decrease radiation and heat inside the building.

PUBLIC NOTIFICATION AND INPUT

An official notice was posted in all the required public places within the Town and neighborhood
notice was provided per the requirements of the Land Development Code (LDC) Article 5.205.

Staff has received no comment from the public.

STAFEF RECOMMENDATION

Approve the Findings of Fact and approve DR19-40, EOS Fitness: Site plan, landscaping, grading
and drainage, elevations, floor plans, lighting, and colors and materials for approximately 4.5
acres, generally located north of the northwest corner of Power Road and Germann Road, and
zoned General Commercial (GC) with a Planned Area Development (PAD) overlay:

1. Construction of the project shall conform to the exhibits approved by the Planning
Commission at the August 7, 2019 public hearing.

2. The construction site plan documents shall incorporate the Standard Commercial and
Industrial Site Plan Notes adopted by the Design Review Board on March 11, 2004.



3. Signage is not included in this approval. If needed, amendments to the previously approved
Comprehensive Sign Plan will require Administrative Design Review approval prior to
submitting for sign permits. Building score lines are not considered architectural elements
and will allow for placement of future wall signage.

4. All building drainage shall be internalized; all roof-mounted mechanical equipment shall
be fully screened and there shall be no exposed roof ladders on any exterior building
elevations.

Respectfully submitted,
IS/

Nathan Williams, AICP
Senior Planner

Attachments and Enclosures:

1) Findings of Fact

2) Notice of Public Hearing Map

3) Site Plan

4) Landscape (2 pages)

5) Building Elevations (2 pages)

6) Color Building Renderings (3 pages)

7) Floor Plans and Cross-Sections (2 pages)

8) Colors/ Materials Board and Details (2 pages)
9) Lighting Plan and Details (2 pages)

10) Grading and Drainage and Utility Plan (3 pages)



DR19-40 EOS Fitness
Attachment 1: Findings of Fact
August 7, 2019

FINDINGS OF FACT
DR19-40, EOS Fitness — NWC of Power Road and Germann Road

The project as conditioned is consistent with the applicable Design Guidelines;

The project conforms to the General Plan, and specifically to the Land Use, Community
Design, and Environmental Planning Elements;

The project is consistent with all applicable provisions of the Zoning Code;
The project is compatible with adjacent and nearby development; and

The project design provides for safe and efficient provisions of public services.



DR19-40 EOS Fitness
Attachment 2: Notice of Public Hearing Map

. . -August7,2019
Notice of Public heurinyg

Wednesday, August 7, 2019* TIME: 6:00 PM

PLANNING COMMISSION DATE:
* Call Planning Department to verify date and time:

LOCATION: Gilbert Municipal Center
(480) 503-6805

Council Chambers
50 E. Civic Center Drive

Gilbert, Arizona 85296

* The application is available for public review at the Town of Gilbert Development Services division Monday - Thursday 7 a.m. - 6 p.m. Staff reports are available
the Monday prior to the meeting at https://www.gilbertaz.gov/departments/development-services/planning/planning-commission

REQUESTED ACTION:

DR19-40 EOS FITNESS: Site plan, landscaping, grading and drainage, elevations, floor plans, lighting,
and colors and materials for approximately 4.5 acres, generally located north of the NWC of Power Road

and Germann Road, and zoned General Commercial (GC) with a Planned Area Development (PAD)

overlay.
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PROJECT DATA TABLE:

PROJECT ADDRESS: GILBERT, AZ

7540S. Power Road

LEGAL DESCRIPTION:

125 6E

DEVELOPMENT INFORMATION:

APN: [304-87-923

NET SITE AREA

193,159 [SF [ 4.43 [NETAC
c

EXISTING ZONING:
PROPOSED ZONING: C(PAD)
ADJACENT ZONING: NORTH: c

EAST: OWER C-2

SOUTH: GERMANN GC

WEST: [MF/M
PROPOSED USE: FITNESS CENTER, PADS
CONSTRUCTION TYPE: V-B [T [
OCCUPANCY: ™M 1 |

BUILDING AREA SUMMARY:

LOT1 [FITNESS CENTER [

[BUILDING TOTAL AREA:
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[
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———= Attachment 3: Site Plan
August 7, 2019

8280 E GELDING DR #101, SCOTTSDALE, ARIZONA 85260
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LOT#1/ HEALTH CLUB:
LOT AREA: 193,159 [SF | 4.43 [AC
BUILDING #1 USE: INDOOR RECREATION
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REQUIRED PARKING: 1 [PER[150 SE
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THIS DRAWING IS AN INSTRUMENT OF SERVICE AND THE PROPERTY OF SUSTAINABILITY ENGINEERING GROUP, AND SHALL REMAIN THEIR PROPERTY. THE USE OF THIS DRAWING SHALL BE RESTRICTED TO THE ORIGINAL SITE FOR WHICH IT IS PREPARED AND PUBLICATION THEREOF IS EXPRESSLY LIMITED TO SUCH USE.
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PARKING SCREEN WALL
_3-07 TALL, SEE CIVIL PLANS™
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EXISTING S
camiLy oe SITE LANDSCAPE NOTES

PLANTING MATERIAL LEGEND

1. FIELD VERIFY EXISTING SITE PRIOR TO BID AND CONSTRUCTION. TY
2. REFER TO CIVIL ENGINEERING PLANS FOR VERTICAL AND HORIZONTAL TREES SIZE NOTES Q
CONTROL. sopis juliflora 24" Box 61
3. PROTECT ALL UTILITIES DURING CONSTRUCTION, fzcna Nla“m Mesquite *ADWR
4. ALL VENDOR PRODUCTS LISTED MAY BE SUBMITTED WITH COMPARABLE / - il
EQUAL AS APPROVED BY OWNER. Caliper Size: 1.5
5. OWNER SHALL MAINTAIN ALL LANDSCAPING FOR THIS PROJECT. -
5. AN AUTOMATIC IRRIGATION SYSTEM WILL BE PROVIDED FOR THIS PROJECT Ditiargle sloon 457 B . 43
LANDSGAPE AREAS. SYSTEM PROPOSED TO BE A DRIP EMISSION SYSTEM Sissoo Tree ADWR
WITH AN AUTOMATIC CONTROLLER, Caliper Size: 3.0"
cia aneura 36" Box 16
ulga “ADWR
Caliper Size: 2.0
GROUNDCOVERS QTyY
I A r IDSCAPE C A I CUI A -nor B Lantana montevidensis 5 Gallon 184
TOWN O'F G]LBERT Trailing Lantana can full *ADWR
PROVIDED  PROVIDED Gagzania rigens 5 Gallon 198
ARER FLANTS Trailing Gazania can full *ADWR
NET HTE APEATO TN wE 2 Convolvulus cneorum 5 Gallan 150
Bush Moming Glory can full *ADWR
LANDSCAPE AREA TOTAL: 85635 SF.
SHRUBS / ACCENTS QTyY
ON-SITE LANDSCAPE AREA 84055 8F. @ Hesperaloe parviflora 5 Gallon 75
Red Yucca can full *ADWR
© | wa sHAuB ugainvillea gl. v. a n
L5 SET BAGK - NORTH wwsr. | B, | @ Bougainvillea gl. v. La Jolla' 5 Gallo 62
La Jolla Bougainvillea can full *ADWR
BACK - B TREE
Ll L WBER | 75 gumue Muhlenbergia rigens 5 Gallon 290
pro Deer Grass can full *ADWR
LS SET BACK - SOUTH
s ek Tecoma stans 5 Gallon 39
—— e Arizona Yellow Bells can full *ADWR
- 0 8F. LS
. O Calliandra x ‘Sierra Star' 5 Gallon 220
50 8 4 TREE Sierra Star Red Fairy Duster can full *ADWR
CFRBITE LANDBCAPE AFEA 3 20 SHAUB
S LANDSCAPE MATERIALS
BY NET SITE AREA) AREA DVIDED 4304w " Decomposed Granite. 3/4" screened "Express Gold” 85,635 sf
2" deep in planting areas per plan.
*ADWR = Arizona Department of Water Resources
TOWN OF G{LBERT Approved Low-Water Use Plant
ALL DESIGN AND CONSTRUCTION MUST BE IN ACCORDANGE WITH THE
UNIFORM STANDARD SPECIFICATIONS AND DETAILS PUBLISHED BY THE
MARICOPA ASSOCIATION OF GOVERNMENTS AS AMENDED BY THE TOWN OF
GILBERT (LATEST VERSION),
THE CONTRACTOR SHALL NOTIFY THE TOWN OF GILBERT ENGINEERING
DEPARTMENT AT LEAST 24 HOURS IN ADVANCE OF ANY CONSTRUCTION FOR
INSPECTION. CALL (480) 503-6847.
LANDSCAPE ARCHITECT
PLACEMENT OF DRIVEWAYS SHALL NOTE BE IN CONFLICT WITH UTILITY
SERVICER! HARRINGTON PLANNING + DESIGN (HP+D)
CONTRACTOR SHALL BE RESPONSIBLE FOR THE CODRDINATION OF THE géﬁéﬂ;lizgm a?ass Sk
RELOCATION OF POWER POLES AND OTHER UTILITIES. JASON HARRINGTON, ALA, ASLA ASIC, APWA
(480) 250-0116
CONTRACTOR TO ADJUST ALL VALVES, MANHOLES, CLEANOUTS, ETC. BOTH
NEW AND OLD TO FINISH PAVEMENT GRADE PER STANDARD DETAILS. SAEONSHARRINGTONPLANMNGDESIGNCIOM
ENGINEER CERTIFIES THAT HE HAS CONTACTED ALL INTERESTED UTILITY
COMPANIES AND HAS TRANSFERRED ALL EXISTING, ANDIOR PROPOSED
UTILITY LINES AND RELATED INFORMATION ONTO THESE PLANS, AND THAT
HE HAS ALSO CORRECTLY PLOTTED THE EXISTING AND PROPOSED
RIGHT-OF-WAY EASEMENT LINES,
ALL IMPROVEMENTS WITHIN THE RETENTION BASIN ANDIOR ROADWAY ; E W NHOUSE RE,
PARKWAYS SHALL BE IN ACCORDANCE WITH THE LATEST TOWN OF GILBERT a E
PROCEDURES FOR DEVELOPERS AND ENGINEERS. e E
['4
CONTRACTOR IS ADVISED THAT AN EXCAVATION AND DIRT MOVING PERMIT IS W BE
REQUIRED BY THE MARICOPA COUNTY HEALTH DEPARTMENT AND THE TOWN = = -
OF GILBERT. IT SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR TO g - g
OBTAIN THIS PERMIT AND COMPLY WITH ITS REQUIREMENTS, b @
ALL LANDSCAPING SHALL COMPLY WITH TOWN OF GILBERT STANDARDS E
DETAIL 92 OR 93 (WHICHEVER IS APPLICABLE) AT TIME OF INSTALLATION. ALL .1
SPRINKLER AND LANDSCAPE WORK MUST BE INSTALLED IN ACCORDANCE .
WITH THE LATEST EDITION OF THE TOWN OF GILBERT PROCEDURE MANUAL. @
NO WALLS, BUILDINGS, OR OBSTRUCTIONS TO VIEW IN EXCESS OF TWO (2) PROJECT
FEET IN HEIGHT SHALL BE PLACED ON ANY CORNER LOT WITHIN A
TRIANGLULAR AREA FORMED BY THE CURB LINES AND A LINE CONNECTING o AREA
THEM AT POINTS 33 FEET FROM THE INTERSECTION OF THE CURB LINES. /
TREES MAY BE LOCATED WITHIN IN THE TRIANGLE PROVIDED THEY ARE
PRUNED HIGH ENOUGH (7 FOOT MIN.) TO PERMIT UNOBSTRUCTED VIEW. SEE
TOWN OF GILBERT STANDARD DETAIL 92. E. GERMANN RD.
ALL RETENTION BASINS MUST DRAIN ANY STORM EVENT UP TO AND
INCLUDING THE 50 YEAR 24-HOUR STORM WITHIN N36 HOURS. OWNER(S) OF
ANY BASIN FAILING TO MEET THIS REQUIREMENT MUST TAKE CORRECTIVE
ACTION TO BRING THE BASIN INTO COMPLIANCE.
CALL THE BLUE STAKE CENTER (602) 263-1100 48 HOURS BEFORE YOU DIG
FOR LOCATION OF UNDERGROUND UTILITIES. o
A TRAFFIC CONTROL PLAN SHALL BE SUBMITTED ALONG WITH A TRAFFIC ﬁ“{

CONTROL PLAN APPLICATION AND PERMIT APPLICATION AT LEAST 48 HOURS
IN ADVANCE OF THE ANTICIPATED START OF CONSTRUCTION ACTIVITIES.

EXCAVATION AND CONSTRUCTION WORK WILL NOT BE PERMITTED IN PUBLIC
RIGHT-OF-WAY OR PUBLIC UTILITY EASEMENTS ON SATURDAY. SUNDAY, OR
LEGAL HOLIDAYS UNLESS APPROVED BY THE TOWN ENGINEER.

PERMITS ARE REQUIRED FOR THE FOLLOWING: TRAFFIC SIGNAL
INSTALLATION; TRAFFIC SIGNAL INTERCONNECT; SIGNING; PERMANENT
MARKERS; AND TEMPORARY TRAFFIC CONTROL.

DR19-40 EOS Fitness
Attachment 3: Landscape (2 pages)
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Reuse, reproduction by any method in part or in whole is prohibited without HP+D written consent.

This drawing is an instrument of service and the property of Harrington Planning + Design and shall be restricted to the original site for which it was prepared and publication therefore i expressly limited to such use.

EXISTING

- PROTECT IN PLACE FAMILY HC

mmesuo-vBLOCKFENCE\S EXSTING S SITE LANDSCAPE NOTES PLANTING MATERIAL LEGEND

1. FIELD VERIFY EXISTING SITE PRIOR TO BID AND CONSTRUCTION. TREES SIZE NOTES QTY
2. REFER TO CIVIL ENGINEERING PLANS FOR VERTICAL AND HORIZONTAL
CONTROL. Prosopis juliflora 24" Box 61
3. PROTECT ALL UTILITIES DURING CONSTRUCTION. Arizona Native Mesquite *ADWR
4. ALL VENDOR PRODUCTS LISTED MAY BE SUBMITTED WITH COMPARABLE / Caliver Size: 1.5"
EQUAL AS APPROVED BY OWNER. /u.\ P Sl

= . =

5. OWNER SHALL MAINTAIN ALL LANDSCAPING FOR THIS PROJECT. - .\
77777777777777 6. AN AUTOMATIC IRRIGATION SYSTEM WILL BE PROVIDED FOR THIS PROJECT = z Dalbergia sissoo 48" Box N 45 +
_—— — . — — - LANDSCAPE AREAS. SYSTEM PROPOSED TO BE A DRIP EMISSION SYSTEM \ / Sissoo Tree ADWR
) "

WITH AN AUTOMATIC CONTROLLER. Caliper Size: 3.0"
o
Acacia aneura 36" Box 16 HARRINGTON
g Mulga “ADWR PLANNING + DESIGN
N - 1 Ca"per Size: 2.0 3116 S. Mill Avenue, Suite 305
| TRASH ENCLOSURE Eﬁa I Tempe, Arizona 85282
1 SEE CIVIL PLANS it 1 [ GROUNDCOVERS QTY Tel: 480-250-0116
| géc ‘ - — o o www HarringlonPlanningDesign.com
, - = antana montevidensis allon
, p R IIIT RN DTITHNN ko] LANDSCAPE CALCULATIONS Lantana mor )
N ! y ) TOWN OF GILBERT railing Lantana can full ADWR
| J/ 2 e
/l s OUTDOOR @e I‘ PROVIDED PROVIDED Gazania rigens 5 Gallon 198
| 1 EXERCISE 1,200 SF. = Q%O | E S Trailing Gazania can full *ADWR
! h (T .
[ E@Q 1 NET SITE AREA TOTAL: 106303 SF. Convolvulus cneorum 5 Gallon 150
18 =k || Bush Morning Glory can full *ADWR
I é@g I LANDSCAPE AREA TOTAL: 86635 SF.
it
1 ‘T’w' SHRUBS / ACCENTS QTY
NI N
1 P RO POS E D B U | L D | N G ) 1 ON-SITE LANDSCAPE AREA 84055 SF. % Hesperaloe parviflora 5 Gallon 75
i | ‘E{ Red Yucca can full *ADWR
38,000 S.F — | Ls ST 8ACK - NoRTH useosr, | 5TREE i La Jola
i s . J ,§ A | 8 143 SHRUB Bougainvillea gl. v. 'La Jolla 5 Gallon 62
‘ ' = @.’*ﬂ | La Jolla Bougainvillea can full *ADWR
e S SET BACK - EAST 13 TREE -
I | :ﬁl\i’ ‘ s EAS 3636 SF. 76 SHRUB Muhlenbergia rigens 5 Gallon 290
b — =} _ T © TREE Deer Grass can full *ADWR
[ LS SET BACK - SOUTH 8865 SF.
1 —] 4 ﬁ( 1 208 SHRUB Tecoma stans 5 Gallon 39
—_— N | 0 TREE Arizona Yellow Bells can full *ADWR o)
[l P z LS SET BACK - WEST 08F. PR i - , <
Z PE— PARK|NG _ 253/253 SPACES - Calliandra x 'Sierra Star' 5 Gallon 220 e}
! = =i N = i f * o~
] 1 Q oFF APE 4 TREE Sierra Star Red Fairy Duster can full ADWR ) >
PARCEL = 4.48 ACRES (195,303 S.F 1 X, ©e0ar | sRue Z9
(195, ) ) s |, LANDSCAPE MATERIALS %) z3
! =7 I BICYCLE PARKING = 28 SPACES S I 1080 4 |\ A ITE LANGSCARE AREA DVIDED Q0w , w > sz
| 1 2 ‘@O | BY NET SITE AREA) Decomposed Granite. 3/4" screened "Express Gold" 85,635 sf [ r =
I ' — — —— e | 2" deep in planting areas per plan. Z = 50
\ BIKE RACKS 4%'9‘ | = < E
| SEE CIVIL PLANS — — = @d - . ) THNS) 8 %
| . — LQ I ADWR = Arizona Department of Water Resources Z o~
| X < =
1 1 ‘?35 | TOWN OF G”_BERT Approved Low-Water Use Plant 8 w 9: E
‘ | —= = ‘ m
I — —T= — e | GENERAL NOTES OWNER CONTACT hy 2
‘ 1 ‘ BIKE SPACES 28 ;
1 ' T A ‘ 1. ALL DESIGN AND CONSTRUCTION MUST BE IN ACCORDANCE WITH THE o]
| R 1 UNIFORM STANDARD SPECIFICATIONS AND DETAILS PUBLISHED BY THE a
| MARICOPA ASSOCIATION OF GOVERNMENTS AS AMENDED BY THE TOWN OF
\ l% &L & & 1 GILBERT (LATEST VERSION).
1
[ ‘ 2. THE CONTRACTOR SHALL NOTIFY THE TOWN OF GILBERT ENGINEERING
1 _— — === ——— —  DEPARTMENT AT LEAST 24 HOURS IN ADVANCE OF ANY CONSTRUCTION FOR
| y INSPECTION. CALL (480) 503-6847.
— I D LANDSCAPE ARCHITECT
0 3. PLACEMENT OF DRIVEWAYS SHALL NOTE BE IN CONFLICT WITH UTILITY
; @ SERVICES. HARRINGTON PLANNING + DESIGN (HP+D)
| 4. CONTRACTOR SHALL BE RESPONSIBLE FOR THE COORDINATION OF THE igslfé “ﬂ;‘l‘zg\,l\‘iNgEéfg'TE 305
| RELOCATION OF POWER POLES AND OTHER UTILITIES. JASON HARRINGTON, RLA, ASLA, ASIC, APWA
250-0116
| 5. CONTRACTOR TO ADJUST ALL VALVES, MANHOLES, CLEANOUTS, ETC. BOTH (480)
[ [—— 6'X6' DIAMOND——— NEW AND OLD TO FINISH PAVEMENT GRADE PER STANDARD DETAILS. JASONOHARRINGTONPLANNINGDESIGN.COM
PLANTER TYP. =
‘ I —SEE CIVIL PLAN 6. ENGINEER CERTIFIES THAT HE HAS CONTACTED ALL INTERESTED UTILITY
1 COMPANIES AND HAS TRANSFERRED ALL EXISTING, AND/OR PROPOSED
| i UTILITY LINES AND RELATED INFORMATION ONTO THESE PLANS, AND THAT
1 HE HAS ALSO CORRECTLY PLOTTED THE EXISTING AND PROPOSED
| ¢ RIGHT-OF-WAY EASEMENT LINES.
1 E{RITTENHOUSE RD.
7. ALL IMPROVEMENTS WITHIN THE RETENTION BASIN AND/OR ROADWAY .
| 1 PARKWAYS SHALL BE IN ACCORDANCE WITH THE LATEST TOWN OF GILBERT a .
[ PROCEDURES FOR DEVELOPERS AND ENGINEERS. [i4 I
o
| q i T
8. CONTRACTOR IS ADVISED THAT AN EXCAVATION AND DIRT MOVING PERMIT IS =
1 REQUIRED BY THE MARICOPA COUNTY HEALTH DEPARTMENT AND THE TOWN = S . REV. COMMENT  DATE
| 4 OF GILBERT. IT SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR TO 8 > = &
1 OBTAIN THIS PERMIT AND COMPLY WITH ITS REQUIREMENTS. - = % -
@ I
T
g 9. ALL LANDSCAPING SHALL COMPLY WITH TOWN OF GILBERT STANDARDS = S I
DETAIL 92 OR 93 (WHICHEVER IS APPLICABLE) AT TIME OF INSTALLATION. ALL S x
SPRINKLER AND LANDSCAPE WORK MUST BE INSTALLED IN ACCORDANCE - % CITY COMMENTS __|05.22.19
WITH THE LATEST EDITION OF THE TOWN OF GILBERT PROCEDURE MANUAL. % ST o
.NO WALLS, BUILDINGS, OR OBSTRUCTIONS TO VIEW IN EXCESS OF TWO (2) PROJECT! ISSUE DATE
FEET IN HEIGHT SHALL BE PLACED ON ANY CORNER LOT WITHIN A F
TRIANGULAR AREA FORMED BY THE CURB LINES AND A LINE CONNECTING AREA
THEM AT POINTS 33 FEET FROM THE INTERSECTION OF THE CURB LINES. LANDSCAPE
TREES MAY BE LOCATED WITHIN IN THE TRIANGLE PROVIDED THEY ARE PACKAGE
PRUNED HIGH ENOUGH (7 FOOT MIN.) TO PERMIT UNOBSTRUCTED VIEW. SEE
. . TOWN OF GILBERT STANDARD DETAIL 92. E. GERMANN RD. May 22, 2019
I 11, ALL RETENTION BASINS MUST DRAIN ANY STORM EVENT UP TO AND DRAWNBY: | JEH
- INCLUDING THE 50 YEAR 24-HOUR STORM WITHIN N36 HOURS. OWNER(S) OF CHECKBY: | JEH
— A Nl M= _? RN VR N R | ANY BASIN FAILING TO MEET THIS REQUIREMENT MUST TAKE CORRECTIVE —
- 7 ACTION TO BRING THE BASIN INTO COMPLIANCE. 2019-008
NA
12. CALL THE BLUE STAKE CENTER (602) 263-1100 48 HOURS BEFORE YOU DIG
FOR LOCATION OF UNDERGROUND UTILITIES.

CONTROL PLAN APPLICATION AND PERMIT APPLICATION AT LEAST 48 HOURS VICINITY MAP o

IN ADVANCE OF THE ANTICIPATED START OF CONSTRUCTION ACTIVITIES. N.T.S.

NORTH
14.EXCAVATION AND CONSTRUCTION WORK WILL NOT BE PERMITTED IN PUBLIC
RIGHT-OF-WAY OR PUBLIC UTILITY EASEMENTS ON SATURDAY, SUNDAY, OR
LEGAL HOLIDAYS UNLESS APPROVED BY THE TOWN ENGINEER.

i &5 SR, ,GQU‘ Y g 2 “A)| 15. PERMITS ARE REQUIRED FOR THE FOLLOWING: TRAFFIC SIGNAL 0 15 30 60

ri
SETaAck

|
|
|
113 A TRAFFIC CONTROL PLAN SHALL BE SUBMITTED ALONG WITH A TRAFFIC
|
I
|
I

CASE NO.: NA

: 5 = S » S - LN INSTALLATION; TRAFFIC SIGNAL INTERCONNECT; SIGNING; PERMANENT
Y RONO R A O A 2 _w - AND ' '
[E. 2 ylﬁ;@o %@fé‘@%}%‘a%g@@ RO %izgﬂ’@é@@ . MARKERS; AND TEMPORARY TRAFFIC CONTROL. LAI;’\IRDESLCII\A/ILNEAELYAN
SR i MAIN I O EEA SONT S
? RO B R S GG ?
TOWN OF GILBERT
SIGHT VISIBLITY . PARKING SCREEN WALL POINT TO%"I/g '_ﬁFV?;BBS;T( T ARIZOI\(I:IE ’;BHI:;JESTAKE I 1 O
— — o o o — o o - - — — o o o - - - w— -_— . - - — - - - S — CALL TWO WORKING DAYS
BEFORE YOU DIG | ]

1.800.782.5348

S. POWER ROAD

10f1

p:\2019-hpd\2019-008 - seq - eos ailbert\04 - cad\01 - plots\2019-008 - seq - eos ailbert - | 1.0 - concept Is plan.dwa ws-02 6/28/2019 10:40 AM




2 - Light Dash Finish Stucco, Painted (Typ)
2 - Raised Parapet Beyond
3 - Steel Channel, Painted (Typ)

DR19-40 EOS Fitness
Attachment 5: Building Elevations (2 pages)
August 7, 2019

1 - Light Dash Finish Stucco, Painted (Typ)
3 - Steel Channel, Painted (Typ)

5 & 6 - Solar Bronze Tinted Glazing (Typ)

1" Reveal (Typ)

4 - Integral Color CMU (Typ)

2 - Light Dash Finish Stucco, Painted (Typ)
Line of HVAC Rooftop Units (Typ)

32-3
AFF.

South Elevation

2 - Light Dash Finish Stucco, Painted (Typ)
1 - Light Dash Finish Stucco, Painted (Typ)
3 - Steel Channels, Painted (Typ)

1" Reveal (Typ)

5 & 6 - Solar Bronze Tinted Glazing (Typ)

“OFITNESS

45
AFF.

East Elevation

EOS FITNESS « Power and Germann e Elevations e May 13, 2019

AFF.

2 - Raised Parapet Beyond
1 - Light Dash Finish Stucco, Painted (Typ)
5 & 6 - Solar Bronze Tinted Glazing (Typ)
1" Reveal (Typ)

4 - Integral Color CMU (Typ)
Line of HYAC Rooftop Units (Typ)

JSAN EEEE

ARCHITECTURE

PROJECT NUMBER: 18138

Materials Legend

1.

Note:

Light Dash Finish Stucco, Painted - PPG
Porter Paints 521-4 - "Silver Dollar"

Light Dash Finish Stucco, Painted - PPG
Porter Paints 521-6, LRV 14 - "Granite"

18" Steel Channel - PPG Porter Paints 518-6,
LRV 11 - "Knights Armor"

8"x8"x16" Integral Color CMU: Superlite Block
- Cocoa Brown 0.13.0

Solar Bronze Tinted Glazing - Vitro
Architectural Glass - "Solarbronze"

Solar Bronze Tinted Glazing

No exposed downspouts. No exposed
roof-ladders or mechanical equipment.

1"=20'

© 2019 James E. Stroh, Architect, Inc., A Professional Corporation
The information in this drawing is preliminary and conceptual in nature.
Itis based on information provided by others which the Architect has
assumed to be substantially accurate. No representation is made by the
Architect, express or implied, regarding the accuracy of this drawing, or
the feasibility of this development approach.



2 - Light Dash Finish Stucco, Painted (Typ)
3 - Steel Channel, Painted (Typ)

2 - Raised Parapet Beyond Materials Legend
Line of HVAC Rooftop Units (Typ) 1. Light Dash Finish Stucco, Painted - PPG
1 - Light Dash Finish Stucco, Painted (Typ) Porter Paints 521-4 - "Silver Dollar"

4 - Integral Color CMU (Typ)

1" Reveal (Typ) 2. Light Dash Finish Stucco, Painted - PPG
P Porter Paints 521-6, LRV 14 - "Granite"
2 - Hollow Metal Man Door, Painted (Typ)

3. 18" Steel Channel - PPG Porter Paints 518-6,
LRV 11 - "Knights Armor"

4. 8"x8"x16" Integral Color CMU: Superlite Block
- Cocoa Brown 0.13.0

5. Solar Bronze Tinted Glazing - Vitro
Architectural Glass - "Solarbronze"

45
AFF.

6. Solar Bronze Tinted Glazing

Note: No exposed downspouts. No exposed
roof-ladders or mechanical equipment.

I B
|

North Elevation

Line of HVAC Rooftop Units (Typ)

2 - Raised Parapet Beyond 3 - Steel Channel, Painted (Typ)
1 - Light Dash Finish Stucco, Painted (Typ) 1 - Light Dash Finish Stucco, Painted (Typ)
3 - Steel Channel, Painted (Typ) 5 & 6 - Solar Bronze Tinted Glazing (Typ)
4 - Integral Color CMU (Typ) 3 - Steel Channel, Painted (Typ)

1" Reveal (Typ)
2 - Light Dash Finish Stucco, Painted (Typ)

w
3w
< .
B |u
8|<
West Elevation
Line of HVAC Rooftop Units (Typ)
2 - Raised Parapet Beyond 3 - Steel Channel, Painted (Typ)
1 - Light Dash Finish Stucco, Painted (Typ) 1 - Light Dash Finish Stucco, Painted (Typ)
3 - Steel Channel, Painted (Typ) 5 & 6 - Solar Bronze Tinted Glazing (Typ)
4 - Integral Color CMU (Typ)
1" Reveal (Typ)
2 - Light Dash Finish Stucco, Painted (Typ)
bl
8| <
5

AFF.

West Elevation without Outdoor Exercise Area

EOS FITNESS « Power and Germann e Elevations e May 13,2019 -~
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It based on information provided by others which the Architect has
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the foasiill of this development approach.
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EOS FITNESS « Power and Germann e Front Impression e May 14, 2019
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EOS FITNESS « Power and Germann e Rear Impression e May 14, 2019
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Itis based on information provided by others which the Architect has
assumed to be substantially accurate. No representation is made by the
Architect, express or implied, regarding the accuracy of this drawing, or
the feasibility of this development approach.
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Light Dash Finish Stucco, Painted - PPG Porter Paints 521-4 -
"Silver Dollar"

Light Dash Finish Stucco, Painted - PPG Porter Paints 521-6,
LRV 14 - "Granite"

18" Steel Channel - PPG Porter Paints 518-6, LRV 11 -
"Knights Armor"

Power and Germann e Color and Materials Board e January 16, 2019

DR19-40 EOS Fitness
Attachment 8: Colors/Materials
Board and Details (2 pages)
August 7, 2019

8"x8"x16" Integral Color CMU: Superlite Block - Cocoa Brown
0.13.0

Solar Bronze Tinted Glazing - Vitro Architectural Glass -
"Solarbronze"

Solar Bronze Tinted Glazing
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James E. Stroh, Architect, Inc. 2190 E. Pebble Road, Las Vegas, NV 89123  (702) 433-1400  jim@jimstroharch.com  JSA Project #18138
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(1) #4 CONT.
IN 8" BOND BEAM.

MATCH PROJECT
FINISH, PATTERN,
REVEALS, COLOR 1
WHERE OCCURS

|
% Light Dash Finish Stucco, Painted - PPG Porter Paints 521-4 -
"Silver Dollar"

#5 @ 48" 0.C

MATCH PROJECT
INTEGRAL COLOR BLOCK
COCOA BROWN, SMOOTH
FINISH, PATTERN/GROUT

4'—0" MAX.

Light Dash Finish Stucco, Painted - PPG Porter Paints 521-6,
LRV 14 - "Granite™

GROUT SOLID ALL CELLS
BELOW GRADE

FINISH GRADE —\‘

18" Steel Channel - PPG Porter Paints 518-6, LRV 11 -
"Knights Armor"

\\f ,/— FINISH GRADE

#5 @ 48" 0.C. W/

N =
ALT. HOOKS E— |8
- n - —— % -l H 8"x8"x16" Integral Color CMU: Superlite Block - Cocoa Brown
T g0 - 0.13.0
(1) #4 CONT, ——— — |- - |- T n
[y - A=)
CONCRETE FOOTING

EOS FITNESS AT THE NORTHWEST CORNER OF POWER 7 GERMANN — DR19-40
ADJACENT LANDSCAPE FRONTAGE COMPATIBILITY
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Attachment 9: Lighting Plan and Details (2 pages)
August 7, 2019

CALCULATIONS

Parking Lot
2026 points at z=0, sp 8ft by 8ft
HOR\ZONTAL FOOTCANDLES

Average

Maximum 5.7
Minimum 0.3
Avg:Min 6.04
Max:Min 19.00
Coef Var 0.50
UnifGrad 6.00

Property Line

45 points at z=5, sp 0.123ft by 7.999ft
HORIZONTAL FOOTCANpDLES 4
Average

Maximum D.D

Minimum 0.0

Avg:Min N/A

Max:Min N/A

Coef Var

UnifGrad 154.20

LEGEND

COOPER LIGHTING — McGRAW—EDISON
GLEON—AF—04-LED-E1-5WQ Type V

candela file 'GLEON—AF—04—LED—E1—-5WQ.ies’

64 lamp(s) per luminaire, photometry is absolute
Light Loss Factor = 0.900, watts per luminaire = 225
mounting height= 25 ft

number locations= 4, number luminaires= 4

kw all locations= 0.9

COOPER LIGHTING — McGRAW—EDISON
GLEON—AF-03-LED—E1-5WQ Type V

candela file 'GLEON—AF—03—LED—E1—5WQ.ies’
i%h\torfp(s)Fpsz \um'\ng'\g&do photometry is absolute

i oss Factor = 0. , watts inaire =
mounting height= 25 ft per luminaire 108
number locations= 10, number luminaires= 10

kw all locations=

COOPER LIGHTING — McGRAW—EDISON
GLEON—AF—02—LED—E1-SL2 TYPE Il

candela file 'GLEON—AF—02—-LED—E1-SL2.ies’

32 lamp(s) per \ummu\re‘ photometry is absolute
Light Loss Factor 0.900, watts per luminaire = 113
mounting height= 25 ft

number locations= 2, number luminaires= 2

kw all locations= 0.2

COOPER LIGHTING — McGRAW—EDISON
GLEON—AF—01-LED—E1-T4FT TYPE IV

candela file 'GLEON—AF—01—LED—E1—T4fT.ies’

16 lamp(s) per lumingire, ~photometry is absolute
Light Loss Factor = O watts per luminaire = 59
mounting height= 25 ft

number locations 1, number luminaires= 1

kw all locations= 0.1

COOPER LIGHTING — McGRAW—EDISON
GLEON—AF—01—-LED—E1-SL3 TYPE Il

candela file 'GLEON—AF—01—LED—E1—SL3.jies’

16 lamp(s) per luminaire, photometry is absolute
Light Loss Factor = 0.900, watts per luminaire = 59
mounting height= 14 ft

number locations= 3, number luminaires= 3

kw all locations= 0.2

EXISTING CREE LED FIXTURE
13600 LUMENS, TYPE V
candela file '5SM—E.IES’

1 lamp(s) per luminaire,
Light Loss Factor = 1.150,
mounting height= 25 ft
number locations= 6, number luminaires= 6
kw all locations= 0.8

11633 initial lumens per lamp
watts per luminaire = 133
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DESCRIPTION

The Galleon™ LED luminaire delivers exceptional performance in a
highly scalable, low-profile design. Patented, high-efficiency AcculED
Optics™ system provides uniform and energy conscious illumination to
walkways, parking lots, roadways, building areas and security lighting
applications. IP66 rated and UL/cUL Listed for wet locations.

SPECIFICATION FEATURES

McGraw-Edison

Cotaloa® _
Froject _

Comments

Prepared by

Construction
Extruded aluminum driver
enclosure thermally isolated from
Light Squares for optimal thermal
performance. Heavy-wall, die-

cast aluminum end caps enclose
housing and die-cast aluminum
heat sinks. A unique, patent
pending interlocking housing and
heat sink provides scalability with
superior structural rigidity. 3G
vibration tested and rated. Optional
tool-less hardware available

for ease of entry into electrical
chamber. Housing is IP66 rated.

Optics
Patented, high-efficiency
injection-molded AccuLED

Opics technology. Optics are
precisely designed to shape

the distribution maximizing
efficiency and application spacing.
AccuLED Optics create consistent
distributions with the scalability
to meet customized application

r

Electrical
LED drivers are mounted to
removable tray assembly for ease
of maintenance. 120-277V 50/60Hz,
347V 60Hz or 480V 60Hz operation.
480V is compatible for use with
480V Wye systems only. Standard
with 0-10V dimming. Shipped
standard with Eaton proprietary
circuit module designed to
withstand 10KV of transient line
surge. The Galleon LED luminaire
is suitable for operation in -40°C
to 40°C ambient environments.

For applications with ambient
temperatures exceeding 40°C,
specify the HA (High Ambient)
option. Light Squares are IP66
rated. Greater than 90% lumen
maintenance expected at 60,000
hours. Available in standard 1A
drive current and optional 600mA,
800mA and 1200mA drive currents
(nominal).

Mounting

STANDARD ARM MOUNT:
Extruded aluminum arm includes
internal bolt guides allowing for
easy positioning of fixture during
mounting. When mounting two
or more luminaires at 90° and
120° apart, the EA extended arm
may be required. Refer to the

arm mounting requirement table.
Round pole adapter included. For
wall mounting, specify wall mount
bracket option. QUICK MOUNT
ARM: Adapter is bolted directly to
the pole. Quick mount arm slide
into place on the adapter and is
secured via two screws, fac.manng
quick and easy installation
versatile, patent pending, quwk
mount arm accommodates
multiple drill patterns ranging

m 1-1/2" to 4-7/8". Removal
of the door on the quick mount

arf&enfﬁleﬁ wirlmg of !helaxlsre GLEON
without having to access the driver GALLEON LED

compartment. A knock-out enables
round pole mounting.

Finish 1-10 Light Squares
Housing finished in super durable Solid State LED
TGIC polyester powder coat paint,

2.5 mil nominal thickness for —

superior protection against fade
and wear. Heat sink is powder
coated black. Standard housing
colors include black, bronze, grey,
white, dark platinum and graphite
metallic. RAL and custom color
matches available.

AREA/SITE LUMINAIRE

Warranty
Five-year warranty.

ORDERING INFORMATION

‘Sample Number: GLEON-AF-04-LED-E1.T3-GM-QM

GLEON GALLEON LED

Product Family "+ | Light Engine

pantscet | ampton Votage | lsbuton coor Mounting

‘GLEON-Galleon | AF-1ADrive | 01-1 LED=SoliaSate | E
current_ | 02-2 Light Emitting
odes.

20277V | T2-Type
vpe

480-480V &7 | T3=Type Il

T4FT=Type IV Forward Thiow

[Blankl=Arm for Round or
1l Roadway

| DP=oak Platinum
raphie Mtallc

5NQ=Type

0° S,

oV Squ
bl wispil Control
pall il Conve

* SpilLight Elminator Lot

utomotive Frontline

V Narrow (Standard Length) *
" QMEA=Quick M
Arm (Extended

pillLight Eliminator Right
gular WideType |

Options (Add as Suffix)

Accessories (Order Separately)

7o30-70 R 000K 2

Tosdo70 CRl ook
S00-Drive Curent Factory St toNominal s00mA'®
0-Drive Current Factory Set to Nominal B00mA ™
2002 CorentFacion S 0 Nominal 1200mA ™
FeSingle Fuse (120,277 or 47V, Must Speciy Voltagel
240 or 480V. Must Specify Voltage)

PEm EREMA P Torstock Phoocontol Recopta

M/DIV 05 Motion Sonsor for Dimming Operation, Maximum 8 Mourting Height =2
MS/DIM-L20=Motion Sensor for Dimming Operation, 9 - 20° Mounting Height *
MS/DIM-L40-Motion Sensor for Dimming Operation, 21" - 40' Mounting Height

2

‘QA/RATOTE-NEMA Photocontrol Mul-Tap - 105285V

120" Tenon Adaptr for 235" 00 Tenon
inglo Tenon Adapter for 3-1/2 0.D. Tenon
5350 Tonon AdaptoTor 3172+ 0. Tanon

MA1195-XX=3@50° Tenon Adapter for 3-1/2" 0.D. Tenon
i

‘GLEON-MT1=Field Installed Mesh Top for 1-4 Light Squares
‘GLEON-MT2-Field Installed Mesh Top for 5-6 Light Squares.

nting
i-Lovel Motion Sensor, Maximum & Mounting Height 72
i-Level Motion Sensor, 9'- 20’ Mounting Height =22
Level Moton Sansor, 21 - 40 Mourting Helght =28

Lovel Motion Sensor, 21'- 40' Mounting Height (Wide Range) =2
 Loa<toton Sensor for ONOTE Gperaton, Moximor 3 Mounting Heigh =
MS-L20-Motion Sensor for ON/OFF Operation, 9' - 20' Mounting Height 2
MS-L40-Motion Srsr for ONIOFF Operatin, 21 - 40 Mourting Helght =

40" Mounting

LW LW~ Lumaiat Wirsoce Sonsor, Wide Lont for - 16 Mouning Hilght
LR ANLomatert Wireoes Sonsor Nettow Lonsfr 161240 Mouning Hioht
L90=Optics Rotated 90° Loft
R90-Optics Rotated 90° Right
MT=Factory Intalld Wesh Top

Lot Sqvive T P Pintec 1o iatch Housing
HSS=Factory Installed House Side Shield™
c

lled Mesh Top for 7-8 Light Squares
ld nstaled Mesh Top fr 910 Light Squares

ek Mount Extonded Arm Kit
LS/HSS-Fiald nstllod House Side Shiold

E-CE Warking»
[100mm] 3. Standard 4000K CCT and minimum 70 CAI.
CERTIFICATION DATA :ﬁ;‘“'}nl"‘;‘;“‘;“h"w"_,
1509001
. . LM79 /LM80 Compliant 13 S oo . 000K
Numberof A | sundara | optionaiam | witham | wiham: | TYPE” ENERGY DATA
tomseerr | W0 | amiegn | o' | ) | tser) 73 g | secuoncLepbrver 2 el lnenstgrnin ol il st : !
" o ) > ) iy Hole 205 Power Foctor
Gsamm) | o7omm) | esamm | sokgs) p i Z20% TotalHarmenic Disorion
i) | i) | ashmm | ookgs) | 190 G i, 347V & de0V 60ke FOW1 ana A ROUTA
pop S e - C G in Tempersture 25 Oty ot a5 il S, 5L 1 and AFL dsbutons.
8 Gozmm) | 7smm | @somm) | @askes) | M7 [~—@ g6 (14mm) 50°C Mox Tomperature (HA Opton) §3EEE,.w.,o.m.mwmsw e e
wermm) | ) | oomm | nokgs) | 12
a 151 Tos000206N E:T-N i oo Toso020EN
Powering Business Wordwide. *www.designlights.org e 2016-09-28 15:31:55 2016-09-28 15:31:55
NOMINAL POWER LUMENS (1A)
Number of Light Sauares [ p s . s [ 7 [ s 0
Tnput Current @ 208V (A) oz o5 o8z i 57 Toa e 210 248 275
nput Current @ 277V () 02 a2 oot o83 103 123 a5 e e 208
Input Gurrent & 480V (A) ore o2 o oot 075 oot oo e 128
Opties
2 [3000K Comens s | tosm | sass | aomss | seas | soms | sesn | avaso | ssazs | simo
2000K/5000K Lumens | 6493|1208 | 18932 | 260w | sosss | snow | asses | aves | sease | orswo
5UG Rating 810061 | 52UoG2 | 620Gz | 63U0GS | B3U0Ga | B3U0Ga | B3U0Ge | B3U0Gs | BauoGs | BeUocs
S000k/5000K Lumens | 6234 | _vaie1 | _tems | aaow | ze7e | sseos | aam | s | ssas | seswm
BUG Rating B1U0G2 | B2U0G2 | 83U0.G3 | B3U0Ge | B3U0GA | B3U0Gs | B4U0GS | BaU0GE | BeU0GE | BeUOGE
5UG Rating 81U0G2 | 820Gz | B2U0G3 | B3U0GA | B3U0GA | B3UDGS | BIUDGS | BIUOGE | B3U0GE | BUOGE
T [3000K Lomens S0 | toses | terss | ovass | 2eass | sos | srase | scass | arsms | seasr
40005000k Lumens | 6189 | 1zoss | teoss | aases | aeses | sessz | awsos | wnsn | sases | sesoe
8UG Rating 810062 | 52U0G2 | 63.U0.G3 | B3U0Ge | 63U0Gs | B3.U0Gs | Ba0Gs | BauoGs | BauoGs | BaUoGs
aoooisoooK umens | o105 | mes | meos | sz | zona | sesn | avzes | serse | sese | v
BUG Rating B1U0G2 | B2U0Gs | 83U0.Gs | B3U0Ge | B3U0GA | B3U0Gs | BaU0Gs | BeU0GE | BeU0GE | BeU0GE
5UG Rating B1U0G2 | B2U0G3 | B2U0G3 | B3U0Ge | B3UDGA | B3UDGS | B3UDGS | BIUOGE | BEUOGE | BAUOGE
st [3000K Lomens 5o | toama | sase | e | s | 2esas | ssaws | doms | aaser | aeser
4000K/s000K Lumens | 6420 | 12zses | 1eras | zares | sosss | seras | asam | asaos | sassr | eorns
8UG Rating 520061 | 83U0.G2 | B4U0.G2 | B4U0.G2 | B5U0G2 | B5U0GS | B5UG3 | B5U0Gs | BU0Ge | B5U0GE
40005000k Lumens | 6547 | _12ren | 1eowo | zazs | svass | s | aaam | soma | sseoz | eess
BUG Rating 530061 | 84U0.G2 | 84U0.G2 | 85U0.G3 | B5U0G3 | B5U0GA | B5U0G4 | B5U0G4 | B5U0Gs | B5U0GE
5UG Rating 53.U0.G2 | 84U0.G2 | 85.U0.G3 | B5.U0.G3 | B5U0GA | B5U0GA | B5UDGS | BU0GH | B5U0Gs | B5U0GE
SLL/sLR [ 3000k Lomens asis | sars | arw | tews | zswa | ziea | serss | s | aisse | ssew
w000k/s000K Lumens | 6371 |_12aas | tes7s | zasas | soan | sesws | asow | aszes | sasss | ooz
8UG Rating 530061 | 83U0.G2 | B4U0.G2 | 84U0.G2 | B5U0G3 | B5U0GS | B5U0G3 | B5U0Ga | B5U0Ge | B5U0Ga
000k/s000k Lumers | 6394 | _1aase | teses | zasss | sose | sesa | ases | sz | seses | eoass
BUG Rating 810061 | B2uoGe | 820Gz | B3U0G2 | B3U0Gs | B3U0Gs | B3U0Gs | 83063 | BeuoGe | BeUoGe

* Nominal data for 70 CAI

E:T-N

orng Busnes

00020EN
20160928 15:31:55

DOUBLE HEAD POLE WHERE
SHOWN ON PLANS

5" SQUARE STEEL POLE. SAND BLAST
POLE AND TREAT WITH AN IRON
PHOSPHATE SOLUTION. APPLY TIGER
DRYLAC SERIES 49 POLYESTER POWDER
COAT ELECTROSTATICALLY AND CURE TO
A MINIMUM 2.5 MIL. THICKNESS, OR
APPROVED EQUAL. COLOR SHALL BE
DARK BRONZE, MATCHING FIXTURE. POLE
SHALL BE DESIGNED TO WITHSTAND
9OMPH WIND LOAD WITH EXPOSURE 'C'.

3"x5” REINFORCED HAND
HOLE WITH COVER, ROTATED
90" FROM LUMINAIRE, 12"
ABOVE BASE COVER.

EXPOSED FOUNDATION SHALL HAVE
INTEGRAL COLOR PER LANDSCAPE
ARCHITECT, AND SHALL BE FINISHED

WITH A SMOOTH TROWEL FINISH. I

SEE PHOTOMETRICS LEGEND
ON SHEET PH1 AND CUT
SHEET ON SHEET PH2

METAL BASE
COVER, PAINT
DARK BRONZE
TO MATCH POLE

GROUND LE\/ELj

FOUNDATION MOUNTED AREA LIGHT DETAIL

NO SCALE

MWRIGHT
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DR19-40 EOS Fitness

CIVIL ENGINEER:

SEG

8280 E. GELDING DR, SUITE #101
SCOTISDALE, AZ 85260
480-583-7226

ATTN: ALl FAKIH

E. PECOS ,?040

S. POWER [ROAD

%0
el

3
% E. GERMANN RD.

-@

VICINITY MAP
NTS

DEVELOPER:

BARCLAY GROUP

2390 E. CAMELBACK RD., SUITE 200
PHOENIX, ARIZONA 85016

ATTN: COLBY FINCHAM

EMALL: CFINCHAM@BARCLAYGROUP.COM
PHONE: 480-596-9399

ARCHITECT:

JSA ARCHITECTURE

2190 PEBBLE RD., SUITE 250
LAS VEGAS, NV 89123
PHONE: 702-433-1400
ATIN: JAMES STROH

NWC POWER AND GERMANN ROADS

PRELIMINARY GRADING PLAN

Attachment 10: Grading and Drainage

and Utility Plan (3 pages)
August 7, 2019
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BENCHMARK:

BENCHMARK IS A GLO BRASS CAP STAMPED 1911, LOCATED
ON EAST SIDE OF POWER ROAD, APPROX. 1500 FEET NORTH
OF THE INTERSECTION OF POWER ROAD AND PECOS ROAD.

ELEVATION: 1331.375" NAVD 88" (TOWN OF GILBERT DATUM)

DRAINAGE STATEMENT:

THIS STATEMENT REPRESENTS THE PRELIMINARY STORM WATER
ANALYSIS FOR THE PROPOSED NWC POWER AND GERMANN
DEVELOPMENT LOCATED IN GILBERT, AZ. INCLUDED WITHIN THIS
STATEMENT IS DISCUSSIONS AND CALCULATIONS DEFINING THE
STORM WATER MANAGEMENT CONCEPTS FOR COLLECTION,
CONVEYANCE, AND RETENTION SYSTEMS NECESSARY TO
COMPLY WITH THE DRAINAGE REQUIREMENTS OF THE TOWN OF
GILBERT AND MARICOPA COUNTY.

THE PROPOSED PROJECT IS AN EOS FITNESS AND PARKING
AREA. THE PROJECT AREA IS 218,523 SQ FT.

THE REQUIRED STORMWATER RETENTION IS BASED ON THE
50-YEAR, 24-HOUR STORM.

V=DAC

WHERE,

V= VOLUME (CUBIC FT)

D= 50-YR, 24-HR RAINFALL DEPTH (.25 FT)
A= AREA (SQ FT)

C= WEIGHTED RUN-OFF COEFFICIENT

V=(0.25 FT) X (218,523 $Q FT) X
\k= 46,436.14 CUBIC FT

(0.850)

THE TOTAL PROVIDED VOLUME CONSISTS OF RETENTION BASIN
A AND UNDERGROUND STORAGE BASIN B.

BASIN A
V= 27,712.19 CUBIC FT

BASIN B
Vp=25*240*3.14=18,849.55 CUBIC FT

TOTAL PROVIDED RETENTION:

TOTAL Vp=27,712.19 + 18,849.55 = 46,561.74 CUBIC FT

IN ADDITION, THE PROJECT CONSISTS OF A DRIVEWAY EAST OF
THE SITE CONNECTING TO THE NEIGHBORING DEVELOPMENT.

THE REQUIRED STORMWATER RETENTION IS BASED ON THE
50-YEAR, 24-HOUR STORM.

BASIN C
Ve=(.25 FT) X (32,160 SQ FT) X
\k= 6,834 CUBIC FT

(.850)

THE PROVIDED VOLUME CONSISTS OF RETENTION BASIN C AND
UNDERGROUND BASIN D.

BASIN C
Vp= 4,837.7 CUBIC FT

BASIN D
Vp=25*30%3.14=2,356.19 CUBIC FT

TOTAL PROVIDED RETENTION:
TOTAL Vp=4,837.7 + 2,356.19 = 7193.89 CUBIC FT
DRYWELLS ARE PROPOSED FOR ON-SITE STORAGE FACILITIES
TO DISPOSE OF STORMWATER WITHIN 36 HOURS.

VOLUME TO BE DRAINED BY EACH WELL NOT TO EXCEED
43,560 CF.

MAXIMUM NUMBER OF DRYWELLS REQUIRED: N= Vp/43,560 CF

BASIN A:

N= (27,712.19)/(43,560) = 0.64 = 1 DRYWELL REQUIRED

BASIN B:

N= (18,849.55)/(43,560) = 0.43 = 1 DRYWELL REQUIRED

BASIN D:

N= (2,356.19)/(43,560) = 0.05 = 1 DRYWELL REQUIRED

Dial 811 or 1-800-STAKET (782.85348)
In Maricopa County: (602) 263-1100

GRADING AND PAVING CONSTRUCTION NOTES
@

MATCH EXISTING GRADE. SEE OFFSITE PLANS FOR
CONTINUATION WHERE APPLICABLE. CONTRACTOR SHALL
VERIFY IN FIELD ALL GRADES PRIOR TO ANY CONSTRUCTION
ACTIVITIES AND SHALL CONTACT ENGINEER IN CASE OF ANY

DISCREPANCIES.

(Z) CONSTRUCT 6 CURB & GUTIER PER MAG. STD DET
220-1, TYPE ‘A"

(28) CONSTRUCT 6” VERTICAL CURB PER MAG. STD. DIL. 222,
TYPE "A", DEPRESSED LIP

(3) CONSTRUCT 3' WIDE CURB OPENING AND SPILLWAY.

{4) CONSTRUCT CONCRETE SIDEWALK, PER MAG STD DET. 230
WIDTH PER PLAN.

(5) PROVIDE 2% MAXIMUM SLOPE IN ANY DIRECTION AT
ACCESSIBLE PARKING STALLS AND 2% MAXMUM CROSS
SLOPE AT ANY ADA ACCESSIBLE ROUTE.

{6) CONSTRUCT ADA RAMP.

{7) FURNISH & INSTALL HDPE STORM DRAIN PIPE. SIZE,
LENGTH AND SLOPE PER PLAN.

{9) INSTALL 120" ALUMINIZED CMP 12 GAUGE UNDERGROUND
RETENTION STORAGE TANK. LENGTH PER PLAN.

FURNISH & INSTALL STORMWATER MANHOLE PER MAG.
STD DET 520.

(7) FURNISH & INSTALL MAXWELL PLUS DRAINAGE SYSTEM.

(i2) INSTALL RISER AND MANHOLE CAP. (GRATED LD).

(i3) FURNISH AND INSTALL BUBBLING SYSTEM.

(5) CONSTRUCT 3' WIDE VALLEY GUTTER.

FURNISH AND INSTALL RIP RAP; D50-6", 12" DEPTH.

LEGEND
- PROPERTY LINE
- CENTERLINE
o e RIDGE LINE
STORM PIPE
> FLOW ARROW
B CATCH BASIN
gcjag%o PAVEMENT ELEVATION

EXISTING ELEVATION

NORTH 3

NOTE T0 CONTRACTOR
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GRADING AND PAVING CONSTRUCTION NOTES
®

MATCH EXISTING GRADE. SEE OFFSITE PLANS FOR CONTINUATION WHERE

APPLICABLE. CONTRACTOR SHALL VERIFY IN FIELD ALL GRADES PRIOR TO
ANY CONSTRUCTION ACTIVITIES AND SHALL CONTACT ENGINEER IN CASE

OF ANY DISCREPANCIES.

DEPRESSED LIP.

CONSTRUCT 3" WIDE CURB OPENING AND SPILLWAY.

PARKING STALLS AND 2% MAXIMUM CROSS SLOPE AT ANY
ACCESSIBLE ROUTE.

CONSTRUCT ADA RAMP.

SLOPE PER PLAN.

® 0k © L BV

TYPE "E" SINGLE, WITH TRAFFIC RATED GRATE.

STORAGE TANK. LENGTH PER PLAN.

WITH ADEQ.
INSTALL RISER AND MANHOLE CAP. (GRATED LID).

FURNISH AND INSTALL BUBBLING SYSTEM.

CONSTRUCT 3" WIDE VALLEY GUTTER.
CONSTRUCT VALLEY GUTTER PER M.A.G. STD. DET. 240.
CONSTRUCT EXTRUDED CURB.

FURNISH AND INSTALL RIP RAP; D50-6", 12" DEPTH.

PEILERRE BB ©

SLOPE PER PLAN.

CONSTRUCT CURB RAMP PER MAG STD. DET 236-1.

®

CONSTRUCT 6" VERTICAL CURB PER M.AG. STD. DTL. 222,

CONSTRUCT 6" CURB & GUTTER PER M.AG. STD DET 220-1, TYPE ‘A’

TYPE "A",

CONSTRUCT CONCRETE SIDEWALK, PER MAG STD DET. 230 WIDTH PER
LAN.

PROVIDE 2% MAXIMUM SLOPE IN ANY DIRECTION AT ACCESSIBLE

ADA

FURNISH & INSTALL HDPE STORM DRAIN PIPE. SIZE, LENGTH AND

FURNISH & INSTALL DOUBLE CATCH BASIN PER M.A.G. STD DET 537

INSTALL 120" ALUMINIZED CMP 12 GAUGE UNDERGROUND RETENTION

FURNISH & INSTALL STORMWATER MANHOLE PER M.A.G. STD DET 520.

FURNISH & INSTALL MAXWELL PLUS DRAINAGE SYSTEM PER DETAIL ON
SHEET C3.20. CONTRACTOR SHALL REGISTER ALL PROPOSED DRYWELLS

CONSTRUCT CONCRETE SCUPPER PER M.A.G. STD. DET. 206-1.

FURNISH AND INSTALL RGRCP STORM DRAIN PIPE, SIZE, LENGTH AND
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avOd NNVINH3D

FUTURE

-NOT A PART- 231 IF @)\l} ‘
DEVELOPMENT ‘5

-NOT A PART-
EXISTING
DEVELOPMENT

£

AN

BENCHMARK: 2
PRELIMINARY UTILITY PLAN BENCHMARK IS A GLO BRASS CAP STAMPED 1911, LOCATED - e
ON EAST SIDE OF POWER ROAD, APPROX. 1500 FEET NORTH 2y &
OF THE INTERSECTION OF POWER ROAD AND PECOS ROAD. % S
ELEVATION: 1331.375' NAVD 88" (TOWN OF GILBERT DATUM) <
- - - - - .
| VICINITY MAP
NTS
ib 777777 - "
7 =
\ % o— S
_— e — — N / ——————— =z
777777777777 :/ y
IR .
T 73 i
J 8 W ~ 8"W ~ ONSITE WATER KEY NOTES:
g S 30 LE
3 (T) INSTALL 12" X 8" TSVBAC.
‘OUTDOOR — @ — i
77777 e 5. | (7) NSTALL NEW FIRE HYDRANT (INCLUDING 6” GATE VALVE, BOX &
s g "2/ COVER) PER MAG. STD. DET. 360-1 & PAVEMENT MARKER
28 (PM) PER COS DET 2363. MEGA LUG RESTRAINED JOINT PER
23 L/ 6 s MAG. STD. DET. 303-1 & 303-2.
RIM=37.18 = L -NOT A PART- (3) INSTALL 8" DIP CLASS 350 WITH POLYETHYLENE WRAP. LENGTH
2 fiwvzzg 80 © L PER PLAN. MEGA LUG RESTRAINED JOINT PER M.AG. STD. DET.
' 4 UF 6" _ EASENENT EXISTING 303-1 & 303-2.
2 15 HEO e || — DEVELOPMENT ’
A= I [ (£) INSTALL 6" DIP CLASS 350 WITH POLYETHYLENE WRAP. LENGTH
=2.00% FIRE RISER @ Pl ~ PER PLAN. MEGA LUG RESTRAINED JOINT PER M.AG. STD. DET.
[7]M=30.30(5) RooM ——__ ! H M})M 303-1 & 303-2
4 I ’U I (5) 8" 90 DEGREE BEND.
3 giw%w (A 8" 45 DEGREE BEND
X (6)  CONTRACTOR TO VERIY ALL INVERTS AND CLEARANCES OF
7 |BIM=57.64 = CROSSING UTILES PRIOR TO COMMENCING CONSTRUCTION.
INV=29.12 (W,E) )
(7)  INSTALL 2" WATER SERVICE METER AND BACKFLOW PREVENTER.
|-_,———. I (8)  CUT AND CONNECT PROPOSED WATER LINE TO EXISTING. REMOVE
B =" REMAINING EXISTING WATER LINE TO STUB.
) —
() INSTALL BLOWOFF ASSEMBLY.
- = i (13) INSTALL 878" TEE.
(1) INSTALL FIRE DEPARTMENT CONNECTION.
| (1) INSTALL VALVE, BOX & COVER. SIZE PER PLAN.
| 2
SEWER KEY NOTES:
| 71 INSTALL 8" PVC SDR-35 SEWER LINE. LENGTH OF PIPE PER PLAN.
l '
—) = | INSTALL CLEANOUT PER MAG. STD. DET. 441. LD TO GAS AND WATER TIGHT.
-NOT A PART- INSTALL 6" PVC SDR—35 SEWER LINE. LENGTH OF PIPE PER PLAN.
FUTURE PLUG AND BLOCK SEWER LINE. SEE PLUMBING PLAN FOR CONTINUATION
DEVELOPMENT | )
FURNISH AND INSTALL 6" SEWER WYE.
— € ) [6] FURNISH AND INSTALL 4’ SEWER MANHOLE.
R LEGEND..
-- -- PROPERTY LINE/
w CONSTRUCTION ENVELOPE
8"w WATER LINE
SEWER LINE
$ FIRE HYDRANT
® GATE VALVE
\ ™ WATER METER BOX

65
R.OW.

SEWER MANHOLE
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